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Trustworthy Image Quality
SC9133-RTL, High Resolution 3MP Color video
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Design for supporting various application
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Dwelling Detection

Flexible Counting  Rule

- Exclude/Include U-Turn
- Group Counting

Queue AnalysisPasser-By Counting Zone Detection

Camera Stitching Up to 7 Cameras (SC8131 & SC9133-RTL, No license required)  
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VIVOTEK VAST Security Station Integration

© 2019 VIVOTEK Inc.

VAST VCA Report 
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Flexible Integration 
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•Pull Mode integration
•CGI for instant retrieval 
•Format of XML, CSV, and JSON

•Push Mode Integration
•Support HTTP, FTP, Email, and Local storage
•Flexible pushing duration and aggregation level
•Format of XML, CSV, and JSON
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Bigger Detection Area - “70% FoV to 85% FoV”

NewOriginal
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Bigger Detection Area - “70% FoV to 85% FoV”

NewOriginal
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Advantage -“Queue analysis” 
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High Installation Range 
+ 

Larger Detection Area

Become a practical features.

“Queue analysis” 
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Advantage of VIVOTEK Smart Counter

9

High Installation Range 
+ 

Larger Detection Area

High C/P Crow Control Sensor 

“SC9133-RTL” 
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Advantage of VIVOTEK Smart Counter
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High Installation Range 
+ 

Larger Detection Area

High C/P Crow Control Sensor 
                       with detail people flow data. 

“SC9133-RTL” 
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Unique Positioning of VIVOTEK Smart Counter
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One door, One passenger counter.

Traditionally,
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Unique Positioning of VIVOTEK Smart APC
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,but also for the 

individual carriages.

Not just count for the capacity onboard

External Signal for multiple counting line
 + 

Larger Detection Area
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Know more about your customer.
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Gender

*release with free FW upgrade.

Special RequirementAdult / Child

AI Classification

2023 Q2 ~ Q4Release
Open for Test

(License Required)

Staff 
Excluded



© 2021 VIVOTEK Inc. All rights reserved.

Staff Excluded*
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Clerk with Badge
Will not be Counted.

*: License Required

Release, Open for Test
(License Required)
Contact PM for license & Badge Samples
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Object Tags – Classification 
Counting

Tags SC9133 SC9133-RTL Support Range
Age

Adult / Child V V Full Range

Gender
Male / Female   V  >=  2.6 m 

Recommended: 2.6 ~ 4 m

Special
Carrying bike/ On 

Wheelchair
V   <= 2.6 m

Recommended:  ~ 2.3 m

Support Table

Notice: 
The function can still be enable even when the installation height is not in the support range. But 
the classification rate will be zero or drop significantly.
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SC9133-RTL Age / Gender
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“Male” “Female” 



© 2021 VIVOTEK Inc. All rights reserved.

Object Tags – Classification 
Counting

DEMO
On Wheelchair 
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Occupancy Alarm Service

This is a on-edge service for SC9133 series smart counter.

With this VADP package, user can set a on-edge server for 
accumulating counting data  from each entrance for occupancy 
monitoring.
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Step 1, Install “Occupancy Alarm Service” pkg into 
SC9133(-RTL).
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FULL CROWDED SPACIOUS

OAS Intro
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VADP Event Trigger on 
“CROWDED” & “FULL” 
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New Feature for Smart Counter – Rules & Reverse
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New Feature for Smart Counter – Rules & Reverse

22



© 2023 VIVOTEK Inc. All rights reserved.


	People Counting
	Trustworthy Image Quality SC9133-RTL, High Resolution 3MP Color
	Design for supporting various application
	VIVOTEK VAST Security Station Integration
	Flexible Integration
	Bigger Detection Area - “70% FoV to 85% FoV”
	Bigger Detection Area - “70% FoV to 85% FoV” (2)
	Advantage -“Queue analysis”
	Advantage of VIVOTEK Smart Counter
	Advantage of VIVOTEK Smart Counter (2)
	Unique Positioning of VIVOTEK Smart Counter
	Unique Positioning of VIVOTEK Smart APC
	Know more about your customer.
	Staff Excluded*
	Object Tags – Classification Counting
	SC9133-RTL Age / Gender
	Object Tags – Classification Counting (2)
	Occupancy Alarm Service
	Step 1, Install “Occupancy Alarm Service” pkg into SC9133(-RTL)
	OAS Intro
	New Feature for Smart Counter – Rules & Reverse
	New Feature for Smart Counter – Rules & Reverse (2)
	Slide 23

